
Two-Rock Boutique Guitar Amplification
K&M Analog Designs

Classic Type 3

  $5 500.00  

                        

 

The Classic Type 3 derives its soft, organic feel, response and articulation from a pair of GZ34 tube
rectifiers.In addition, the 2 x 6L6 output section can operate in either Class A or A/B, further enhancing the
characteristics provided by the power supply. The lead channel features an externally adjustable input gain
trim control, allowing the player to select smooth overdriven tones or add more attack and bite if desired. A
pair of contour controls have been added, independently offering a broad EQ sweep of both clean and lead
modes. At the twelve o'clock position, the amp's frequency response is flat. Rotating the knob
counter-clockwise, will decrease the highs and increase the lows, and vice-versa for clockwise movement.
This is ideal for switching between single coils and humbuckers without touching other controls or
compensating for different speaker cabinets. It's also a great way to compensate for room acoustics without
changing your entire preamp EQ.

The Classic Type 3 features Preamp Out and Power Amp In jacks, and does not have an internal buffered
loop. Additional tone shaping features include a footswitchable FET preamp stage, 3 way preamp (negative)
feedback switch, and 3 way output section (negative) feedback switch. The preamp switch offers zero
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feedback, CR feedback level, and ultra hi feedback levels for high output or active pickup optimization. In
addition, the output stage can be tailored via a 3 way feedback switch to make the power stage tighter,
looser, or more open and responsive.

Classic Type 3 Quick Facts: 

 2 channel, cascading, dual tube rectifier2xGZ34/5AR4, 2 X 6L6, 50 watts  Class A or Class A/B operation,
switchable  Footswitchable FET preamp stage with level control, treble, middle, bass, bright, mid, deep, dual
EQ settings, boost, gain and master for each channel, and clean and lead contour control. 4, 8, 16 ohm output
Dual function LED footswitch for clean/lead and tone bypass  3 way preamp(negative) feedback switch, and 3
way output section (negative) feedback switch  Dimensions: 20" L x 10" D x 12" H / Weight: 40 Lbs  Standard
cabinet is black tolex. Custom covering available at additional cost  Price: $5500 for 50 Watt only

 
Vendor Information

Customer Reviews: There are yet no reviews for this product. 
Please log in to write a review.
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